Caontrol panel

Functionsin the control panel

Main screenitems

The main screen of the HMI panel shows the information and the settings options that a user maostly requires.
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Menuicons

Stopicon

i 0 3

Alarmicon

>

Indicates that the unit is off.

User selectionicon
Indicates that the user selection function is active.

Week programicon
Indicates that the week program function is active.

Is displayed during alarms or warnines.

1. Shows the current room temperature in the house, measured via
the extract air

Shows the current air humidity level measured in the extract air
Shows the current fan speed level

Shows the current supply air temperature

Shows the current outdoor temperature measured via the cutdoor
airintake

Shows the current discharge air temperature

Shaows the menuicons listed below

Shows the operationicons listed below

. Show hot water temperature

10. Access to the settings menu which contains more settings options
11. Show the current CO5 level (if the sensor is installed)

vk Wi

0 ®N o

Operationicons

Coolingicon
Indicates that the unitis coaling the supply air via
the compressor or the bypass.

+ Domestic hot water icon
ﬁ Appears when the unit produces hot water. Light-
W

I ning is displayed when the supplemental electric
heatingis active.

Compressoricon
Indicates that the compressoris active.

Heatingicon

Indicates that the unitis heating up the supply air via
the compressor or the after-heating element.

De-icingicon
Appears when the heat pump defrosts.
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Main screen settings options

The settings options which the user needs in daily life can all be controlled from the main screen of the panel.

<{ Ventilation level
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If you press current fan speed level, the
set fan speed level will be displayed.

You can change the fan speed level by
using the up-and-down arrows followed
by the confirmicon (bottom right) or the
cancelicon (bottom left).

There may be a difference between set
fan speed level and the actual fan speed
level as the control system will averride
the set level, for instance, at high/low air
humidity or during cooker hood opera-
tion.

Warning and alarms
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If the ventilation unitis faulty or an error
occurs, there will be either a warning or
an alarm. The icon will appearin the top
right hand cornerin the menu bar.

<{ Room temperature
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If you press current room temperature,
the set room temperature will be dis-
played.

You can change the room temperature by
using the up-and-down arrows followed
by the confirmicon (bottom right) or the
cancelicon (bottom left).

< Alarm

/\ c42: Critical
42 - T8 Outdoor air.....

If you press the symbol, a brief descrip-
tion of the warning or the alarm will be
displayed.

You will find more detailed descriptionsin
the "Alarm List" section of this document.

{ Hot water temp.
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If you press the current hot water tem-
perature, the set hot water temperature
will be displayed.

You can change the hot water tempera-
ture by using the up-and-down arrows
followed by the confirm icon (bottom
right) or the cancelicon (bottom left).

< Alarm

Clear Alarm

c42: Critical

42 - T8 QOutdoor air
disconnect

Please see
manual for more
information

When the problem has been solved, you

can reset the warning or alarm by press-

ing "Clear Alarm”.



Settings menu overview

The settings menuis constructed to make it easy to navigate through.

< Settings

Operation mode
On

Alarm You navigate through the settings menu by pressing the arrow below or above.
0 active, 0 inactive

If you want to access a menu, tap the text for that menu and it will open.

Show data




